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PROPRIETARY AND CONFIDENTIAL INFORMATION
WHICH MUST NOT BE DUPLICATED, USED,
OR DISCLOSED OTHER THAN AS EXPRESSLY

THIS DRAWING IS THE PROPERTY OF
VICTOR INSULATORS, INC. AND CONTAINS

AUTHORIZED BY VICTOR INSULATORS, INC

STATION POST

CAT. NO. PSP-286P
OIMENSIONS: 115 kV 550 KV BIL
LEAKAGE DISTANCE IN 106 ANSI PSP-286P
MECHANICAL VALUES:
CANTILEVER STRENGTH B 1,700
TENSION STRENGTH (B 17.500
TORSION STRENGTH IN-LB 14.000
COMPRESSION STRENGTH (B 17.500
ELECTRICAL VALUES:
IMPULSE FLASHOVER-POSITIVE KV 610
60 HERTZ WITHSTAND-WET Y, 230
IMPULSE WITHSTAND KV 550
RADIO INFLUENCE VOLTAGE DATA:
60 HERTZ TEST VOLTAGE TO GROUND kv 73
MAXIMUM R.I.V. @ 1000 kHz ny; 200
157 F1/168" (11434162
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280 Maple Avenue
Victor, New York 14564

* Victor Insulators, Inc.

Telephone: (585)924-2127
www.victorinsulators.com
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